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/ Descriptions
10/1000ps 3000W 5.0v—~170V SMC

Surface mount transient voltage suppressor,3000W peak pulse power capability at 10/1000us
waveform,Reverse Stand-Off Voltage:5.0V~170V,SMC package.

| Features

Glass passivated junction, Low inductance, For surface mounted applications, HF product.

| Applications

General purpose.

| Equivalent Circuit
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/ Pinning

Tha recommanded maunting padsize. . .

/  Marking

See Marking Instructions.
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Parameter Symbol Rating Unit
Peak Pulse Power Dissipation at Ta=25 by 10x1000 us P W
waveform (Fig.!)(Note 1), (Note 2) PPM 3000
Power Dissipation on infinite heat sink at Ta=50 Pwm(av) 6.5 W
Peak Forward Surge Current, 8.3ms Single Half Sine Wave | A
(Note 3) FsM 300
Maximum Instantaneous Forward Voltage at 100A for Ve 35 v
Unidirectional only :
Operating Junction and Storage Temperature Range Tj, Tstg -65 ~ 150
Typical Thermal Resistance Junction to Lead Ruau 15 W
Typical Thermal Resistance Junction to Ambient Rusa 75 W
Notes:
1. Non-repetitive current pulse . per Fig 3 and derated above Ta =25  per Fig. 2
2. Mounted on copper pad area of 0.31x0.31" (8.0 x 8.0mm) to each terminal
3. Measured on 8.3ms single half sine wave or eguivalent square wave for unidirectional
device only
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Max.
Max. Max.Rev
Reverse Breakdown Test Clamp Peak erse Package
Stand-off Voltage Current Pulse
Voltage Leakage
Type Voltage Current
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| Electrical Characteristic Curve
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| Package Dimensions
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/  Marking Instructions
(a N
\S 7,
RDE
*kk% 1 * 3
Note:
RDE Product Type Code
el Lot No. Code The 1st* means:YM Code The last 3 * means:little Lot No Code
http://www.fsbrec.com 6/8



BLUE ROCET ELECTRONICS

SMDJ Series 5 EMET
Rev. B Feb.-2021 DATA SHEET

/  Marking Instructions

(a )

DDE

*kk*k

DDE

*kk*k 1 * 3 *

Note:
DDE Product Type Code
Fkkk Lot No. Code The 1st* means:YM Code The last 3 * means:little Lot No Code
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( ) | Temperature Profile for IR Reflow Soldering(Pb-Free)
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Note:
150 180 60 90sec; 1.Preheating:150~180 , Time:60~90sec.
2 24545 5+0.5sec; 2.Peak Temp.:245+5 , Duration:5+0.5sec.
3 2 10 /sec. 3. Cooling Speed: 2~10 /sec.
/  Resistance to Soldering Heat Test Conditions
2605 10+1 sec. Temp.:260+5 Time:10+1 sec
/ Packaging SPEC.
!/ REEL
Package Type Units ~ Dimension6rDI12 2W* n[/P AMCID 161/L
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